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As mg/kg 0.049 ± 0.004
B mg/kg (27.7 ± 1.9)
Ba mg/kg (10.3 ± 0.6)
Ca mg/kg (7768 ± 655)
Cd mg/kg 0.0284 ± 0.014 1.61 ± 0.07 1.66 ± 0.07
Cr mg/kg (0.6 ± 0.1)
Cu mg/kg 2.63 ± 0.07 2.74 ± 0.24 2.89 ± 0.12
Fe mg/kg 40.7 ± 2.3 55.0 ± 2.5
Hg µg/kg 6.3 ± 1.4
Mg mg/kg (1362 ± 127)
Mn mg/kg 20.3 ± 0.7 34.2 ± 2.3 13.3 ± 0.5
Mo mg/kg 14.8 ± 0.5
Ni mg/kg 27.0 ± 0.8
P mg/kg (3307 ± 241)
Pb µg/kg 187 ± 14 420 ± 70
Sb µg/kg 20.6 ± 2.6
Sr mg/kg 11.8 ± 0.4
Tl µg/kg 3.0 ± 0.3
Zn mg/kg 19.5 ± 0.5 23.1 ± 1.9 79.7 ± 2.7



































(Values in brackets are not certified)
Confidence in measurements
All certificates and detailed production information can be found at https://crm.irmm.jrc.ec.europa.eu
https://ec.europa.eu/jrc/
Legal Notice: Neither the European Commission nor any person acting on behalf of the Commission is responsible for the use which might be made of this information. 























































































Ca g/kg 13.9 ± 0.8 13.9 ± 0.7
Cd mg/kg 0.0114 ± 0.0029 0.106 ± 0.013
Cl g/kg 9.7 ± 2.0 9.8 ± 1.2
Cu mg/kg 1.08 ± 0.06 5.00 ± 0.23
Fe mg/kg 4.6 ± 0.5 53 ± 4
Hg mg/kg 0.060 ± 0.007 0.52 ± 0.04
I mg/kg 1.73 ± 0.14 1.78 ± 0.17
K g/kg 17.0 ± 0.7 17.0 ± 0.8
Mg g/kg 1.26 ± 0.10 1.26 ± 0.07
Mn mg/kg 0.289 ± 0.018 0.29 ± 0.03
Na g/kg 4.18 ± 0.19 4.19 ± 0.23
P g/kg 11.0 ± 0.6 11.0 ± 0.6
Pb mg/kg 0.019 ± 0.004 0.207 ± 0.014
Se mg/kg 0.188 ± 0.014 0.19 ± 0.04
Zn mg/kg 44.8 ± 2.0 44.9 ± 2.3
How to order reference materials 
From JRC in Geel




LGC Standards GmbH (DE)
http://www.lgcstandards.com/
E-mail: de@lgcstandards.com
Sigma-Aldrich Chemie GmbH (CH)
http://www.sigmaaldrich.com/irmm
E-mail: flukatec@sial.com









(Values in brackets are not certified.)
Accredited CRM Producer:   the JRC-IRMM is 
accredited to ISO Guide 34:2009  for the 
production of reference materials under the 
code BELAC 268-RM 
